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Hycleen Automation System

Specifications

Nomogram JRG LegioTherm K

Flushing capacity DN 20

Flushing capacity DN 15
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Nomogram JRG LegioTherm 2T

Hycleen Automation System

Specifications

Volume flow Q
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Hycleen Automation System

Specifications
Nomogram JRG LegioTherm 2T
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��cleen �utomation �a�ter

• Description: master for max. 50 controller
• Consisting of: touchscreen 10.1�, power supply, bluetooth connection, 2 plugs M12 for 2x 300m

cable (500m with powerbox), 2 'j45 jacks (Ethernet), 2 ,-. connections (read0write), ,-. jack
(read only), relay output, screw set 
�oltage JRG

Code
GF

Code
Weight

(kg)
l

(mm)
b

(mm)
h

(mm)
�er�ion

2301 0 361 9900.000 351 110 656 2.300 326 84 214 E,
2301 0 361 9900.001 351 110 655 2.300 326 84 214 C4

��cleen �utomation Powerbo*

• Description: Power supply of 4ycleen 7utomation -ystem for expansion of 300m cable length
to max. 500m per cable line
• Consisting of: 2m power cable, screw set 

�oltage JRG
Code

GF
Code

Weight
(kg)

l
(mm)

b
(mm)

h
(mm)

�er�ion

2301 0 361 9901.000 351 110 626 1.000 244 64 164 E,
2301 0 361 9901.001 351 110 625 1.000 244 64 164 C4

JRG LegioTherm 2T Circulation valve with controller, PN 10

• Temperature: max. 90°C
• Material: gunmetal, stainless steel, EPDM
• Factory setting: 57°C (adjustable 0 - 90°C) thermal desinfection 70°C (adjustable 60 - 90°C)
• Connection: male thread (for union connection with flat gasket) 

DN
(mm)

JRG
Code

GF
Code

Weight
(kg)

15 9910.015 351 110 550 0.820
20 9910.020 351 110 590 1.050
25 9910.025 351 110 630 1.400

DN
(mm)

d1 G
(inch)

d2 G
(inch)

d3 Rp
(inch)

l1
(mm)

l2
(mm)

l3
(mm)

l4
(mm)

b
(mm)

h1
(mm)

h2
(mm)

⎔

15 3∕4 1∕2 1∕4 75 6 24 173 90 162 50 6
20 1 3∕4 1∕4 87 7 24 206 92 169 54 6
25 1 1∕4 1 1∕4 99 8 24 233 100 179 56 6
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��cleen �utomation power �uppl� and communication cable

• Description: For serial connection of 4ycleen 7utomation -ystem components (master, con-
troller), incl. 2x M12 plugs, '=4- 
L

(m)
�oltage JRG

Code
GF

Code
Weight

(kg)
d

(mm)
d1

(mm)

1.5 361 9940.001 351 110 551 0.110 14.5 6.8
5 361 9940.005 351 110 552 0.300 14.5 6.8

10 361 9940.010 351 110 553 0.630 14.5 6.8
20 361 9940.020 351 110 554 1.240 14.5 6.8
50 361 9940.050 351 110 555 3.200 14.5 6.8

JRG LegioTherm 4 Flu�hing valve with controller, PN 10

• Temperature: max. 90°C
• Material: gunmetal, stainless steel, EPDM
• Factory setting: 20°C (adjustable 0 - 90°C)
• Connection: male thread (for union connection with flat gasket) 

DN
(mm)

JRG
Code

GF
Code

Weight
(kg)

15 9920.015 351 110 600 0.810
20 9920.020 351 110 610 1.020

DN
(mm)

d1 G
(inch)

d2 G
(inch)

d3 Rp
(inch)

l1
(mm)

l2
(mm)

l3
(mm)

l4
(mm)

b
(mm)

h1
(mm)

h2
(mm)

⎔

15 3∕4 1∕2 1∕4 75 6 24 173 90 162 50 6
20 1 3∕4 1∕4 87 7 24 206 92 169 54 6

��cleen �utomation Coupling

• Description: Coupling between 2 4ycleen 7utomation power supply and communication cable
• Connection: plug M8 

JRG
Code

Weight
(kg)

GF
Code

l
(mm)

h
(mm)

9941.000 0.100 351 110 556 58 14

29

Product range
Hycleen Automation System



T�8en�or, dimen�ion indipendent

• Description: Temperature sensor PT 1000
• Temperature: max. 90°C

(LQFK)

 Connection: plug M8 

d JRG
Code

Weight
(kg)

l
(m)

⎔

1�4 351 110 611 9952.000 0.150 1 17

GF
Code

T�8en�or

• Description: Temperature sensor PT 1000
• Temperature: max. 90°C
• Material: gunmetal
• Connection: male thread, plug M8 

d
(mm)

JRG
Code

Weight
(kg)

GF
Code

d1 G
(inch)

d2 G
(inch)

d3 G
(inch)

d4 Rp
(inch)

l
(mm)

l1
(mm)

h
(mm)

h1
(mm)

15 9951.015 0.460 351 110 535 3∕4 1∕2 3∕4 1∕4 173 75 50 162
20 9951.020 0.570 351 110 661 1 3∕4 1 1∕4 206 87 52 168

Flow 8en�or, PN 16

• Temperature: max. 90°C
• Material: brass
• Connection: male thread, plug M8 

d
(inch)

DN
(mm)

GF
Code

JRG
Code

Weight
(kg)

l
(m)

l1
(mm)

h
(mm)

h1
(mm)

h2
(mm)

1 20 351 110 >>2 9950.020 0.250 60 15 999 49 32

8en�or 9*ten�ion Cable

• Description: connection between sensor and controller
• Connection: plug M8 

GF
Code

JRG
Code

Weight
(kg)

l
(m)

l1
(mm)

l2
(mm)

351 110 662 9943.005 0.110 5 34 42
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:�8 Gatewa� :�Cnet ;P

• Description: interface for data communication 
JRG

Code
GF

Code
9950.001 351 110 >91

:�8 Gatewa� R98T �P;<J8=N

• Description: interface for data communication 
JRG

Code
GF

Code
9950.000 351 110 >90

Drain 8urveillance

• Description: to 9910, 9920
• Connection: plug M8
• Consisting of: float switch, bracket, cable, cable ties 

GF
Code

JRG
Code

Weight
(kg)

l
(mm)

l1
(mm)

h
(mm)

b
(mm)

351 110 >63 9953.000 0.162 1000 24 250 30

��cleen �utomation Commi��ioning

JRG
Code

GF
Code

99>0.000 351 110 >53
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GF Piping Systems

Worldwide at home
Our sales companies and representatives
ensure local customer support in over 100 countries.

www.gfps.com

The technical data are not binding. They neither constitute expressly
warranted characteristics nor guaranteed properties nor a guaranteed durability.
They are subject to modifi cation. Our General Terms of Sale apply.

Argentina / Southern South America
Georg Fischer Central Plastics Sudamérica S.R.L.
Buenos Aires / Argentina
Phone +54 11 4512 02 90
Fax +54 11 4512 02 93
gfcentral.ps.ar@georgfi scher.com
www.gfps.com/ar

Australia
George Fischer Pty Ltd
Riverwood NSW 2210
Phone +61 (0) 2 9502 8000 
Fax +61 (0) 2 9502 8090
australia.ps@georgfi scher.com
www.gfps.com/au

Austria
Georg Fischer Rohrleitungssysteme GmbH
3130 Herzogenburg
Phone +43 (0) 2782 856 43 0
Fax +43 (0) 2782 856 64
austria.ps@georgfi scher.com
www.gfps.com/at

Belgium / Luxembourg
Georg Fischer NV/SA
1600 Sint-Pieters-Leeuw / Belgium
Phone +32 (0) 2 556 40 20
Fax +32 (0) 2 524 34 26
be.ps@georgfi scher.com
www.gfps.com/be

Brazil
Georg Fischer Sist. de Tub. Ltda.
04571-020 São Paulo/SP
Phone +55 (0) 11 5525 1311
br.ps@georgfi scher.com
www.gfps.com/br

Canada
Georg Fischer Piping Systems Ltd
Mississauga, ON L5T 2B2
Phone +1 (905) 670 8005
Fax +1 (905) 670 8513
ca.ps@georgfi scher.com
www.gfps.com/ca

China
Georg Fischer  Piping Systems Ltd
201319 Shanghai
Phone +86 21 3899 3899
Fax +86 21 3899 3888 
china.ps@georgfi scher.com
www.gfps.com/cn

Denmark / Iceland
Georg Fischer A/S
2630 Taastrup / Denmark
Phone +45 (0) 7022 1975
Fax +45 (0) 7022 1976
info.dk.ps@georgfi scher.com
www.gfps.com/dk

Finland
Georg Fischer AB
01510 Vantaa
Phone +358 (0) 9 586 58 25 
Fax +358 (0) 9 586 58 29
info.fi .ps@georgfi scher.com
www.gfps.com/fi 

France
Georg Fischer SAS
95932 Roissy Charles de Gaulle Cedex
Phone +33 (0) 1 41 84 68 84
Fax. +33 (0) 1 41 84 68 85
fr.ps@georgfi scher.com
www.gfps.com/fr

Germany
Georg Fischer GmbH
73095 Albershausen 
Phone +49 (0) 7161 302 0
Fax +49 (0) 7161 302 25 9
info.de.ps@georgfi scher.com
www.gfps.com/de

India
Georg Fischer Piping Systems Pvt. Ltd.
400 076 Powai, Mumbai
Phone +91 22 4007 2000
Fax +91 22 4007 2020
brancho�  ce@georgfi scher.com
www.gfps.com/in

Indonesia
PT Georg Fischer Indonesia  
Karawang 41371, Jawa Barat
Phone  +62 267 432 044
Fax  +62 267 431 857
indonesia.ps@georgfi scher.com
www.gfps.com/id

Italy
Georg Fischer S.p.A.
20063 Cernusco S/N (MI)
Phone +39 02 921 86 1
Fax +39 02 921 86 24 7 
it.ps@georgfi scher.com
www.gfps.com/it

Japan
Georg Fischer Ltd
530-0003 Osaka 
Phone +81 (0) 6 6341 2451
jp.ps@georgfi scher.com
www.gfps.com/jp

Korea
Georg Fischer Piping Systems
463-824 Seoul
Phone +82 31 8017 1450 3
Fax +82 31 8017 1454
kor.ps@georgfi scher.com
www.gfps.com/kr

Malaysia
George Fischer (M) Sdn. Bhd.
41200 Klang, Selangor Darul Ehsan
Phone +60 (0) 3 3122 5585
Fax +60 (0) 3 3122 5575
my.ps@georgfi scher.com
www.gfps.com/my

Mexico / Northern Latin America
Georg Fischer S.A. de C.V.
CP 66636 Apodaca, Nuevo Leon / Mexico
Phone +52 (81) 1340 8586
Fax +52 (81) 1522 8906
mx.ps@georgfi scher.com
www.gfps.com/mx

Middle East
Georg Fischer Piping Systems (Switzerland) Ltd
Dubai / United Arab Emirates
Phone +971 4 289 49 60
Fax +971 4 289 49 57
gss.ps@georgfi scher.com
www.gfps.com/int

Netherlands
Georg Fischer N.V.
8161 PA Epe
Phone +31 (0) 578 678 222 
Fax +31 (0) 578 621 768 
nl.ps@georgfi scher.com
www.gfps.com/nl

New Zealand
Georg Fischer Ltd
5140 Upper Hutt
Phone +64 (0) 4 527 9813
Fax +64 (0) 4 527 9834 
nz.ps@georgfi scher.com
www.gfps.com/nz

Norway
Georg Fischer AS
1351 Rud 
Phone +47 67 18 29 00
Fax +47 67 13 92 92
no.ps@georgfi scher.com
www.gfps.com/no

Philippines
George Fischer Representative O�  ce
1604 Pasig City
Phone +632 571 2365
Fax +632 571 2368
sgp.ps@georgfi scher.com
www.gfps.com/sg

Poland
Georg Fischer Sp. z o.o.
05 090 Sekocin Nowy 
Phone +48 (0) 22 3131 050
Fax +48 (0) 22 3131 060 
poland.ps@georgfi scher.com
www.gfps.com/pl

Romania
Georg Fischer Rohrleitungssysteme (Elvetia) 
S.A. SUCURSALA BUCURESTI
020257 Bucuresti
Phone +40 311 040 492
Fax +40 212 317 479
ro.ps@georgfi scher.com
www.gfps.com/int

Russia
Georg Fischer Piping Systems (Switzerland) Ltd
Moscow Representative O�  ce
125040 Moscow
Phone +7 495 748 11 44
ru.ps@georgfi scher.com
www.gfps.com/ru

Singapore
George Fischer Pte Ltd
528 872 Singapore
Phone +65 6747 0611
Fax +65 6747 05 77
sgp.ps@georgfi scher.com
www.gfps.com/sg

Spain / Portugal
Georg Fischer S.A.
28046 Madrid / Spain
Phone +34 (0) 91 781 98 90
Fax +34 (0) 91 426 08 23
es.ps@georgfi scher.com
www.gfps.com/es

Sweden 
Georg Fischer AB
11743 Stockholm
Phone +46 (0) 8 506 77 50 0
Fax +46 (0) 8 749 23 70
info.se.ps@georgfi scher.com
www.gfps.com/se

Switzerland
Georg Fischer Rohrleitungssysteme (Schweiz) AG
8201 Scha­ hausen
Phone +41 (0)52 631 3026
Fax +41 (0)52 631 2800
ch.ps@georgfi scher.com
www.gfps.com/ch

Taiwan
Georg Fischer Co. Ltd.
24158 New Taipei City
Phone +886 2 8512 2822
Fax +886 2 8512 2823
tw@georgfi scher.com
www.gfps.com/tw

Turkey
Georg Fischer Hakan Plastik 
Boru ve Profi l San. Tic. A.S.
59500 Cerkezkoy / Tekirdag
Phone  +90 282 726 64 43
Fax +90 282 726 94 67
hpsales@hakan.com.tr
www.hakan.com.tr

United Kingdom / Ireland
George Fischer Sales Ltd
CV2 2ST Coventry / United Kingdom
Phone +44 (0) 2476 535 535
Fax +44 (0) 2476 530 450
uk.ps@georgfi scher.com
www.gfps.com/uk

USA /Caribbean
Georg Fischer LLC
92618 Irvine, CA / USA
Phone +1 714 731 88 00
Fax +1 714 731 62 01
Toll Free 800/854 40 90
us.ps@georgfi scher.com
www.gfps.com/us

Vietnam
George Fischer Pte Ltd
Representative O�  ce
Ho Chi Minh City
Phone + 84 28 3948 4000
Fax + 84 28 3948 4010
sgp.ps@georgfi scher.com
www.gfps.com/vn

International 
Georg Fischer Piping Systems (Switzerland) Ltd
8201 Scha­ hausen / Switzerland
Phone +41 (0) 52 631 3003
Fax +41 (0) 52 631 2893
info.export@georgfi scher.com
www.gfps.com/int




